


3. INSTALLATION METHOD
5. Battery installation

Fig 3-7

Put the battery into the installationsite and make sure the positive side of the battery
is in accordance with the positive side of installationsite.(See Fig.3-7)
Please set the time corrected on the first time operation. Batteries in the wire
controller can timing under power failure which ensure the time keep right. When
the power restores, if the time displayed is 4ot correct, it means the battery is dead
and replace the battery.



3. INSTALLATION METHOD
6. Wiring

Top side
wire outlet

A. For exposed mounting, four outletting positions'
There bre three need cutting

b
cuttino olace of left cutting place of right

side wire outlet side wire outlet

B.Shielded wiring

Embedded switch
box wiring

Wiring through the wall

Wall hole and wiring hole

Diameterof wall hole: Q20mm Fig 3-10

CAUTION

Avoid the water enter into the wired remote controller, use trap and putty to seal the

connectors of wires during wiring installation ' (Fig'3-10)

Whenunderinsta||ation,reserve-certainlengthoftheconnectingwireforconvenient
to take down the wired remote controller while during maintenance'

Wiring
hole

Fig 3-9
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3. INSTALLATION METHOD

T.Reattach the upper part of the wire controller

. After adjusting the upper case and then buckle the upper case; avoid clamping the

wiring during installation. (Fig 3-1 1)

All the pictures in this manual are for explanation purpose only.

Your wire controller may be slightly different .The actual shape shall prevail'





i 5. FEATURE AND FUNcnoN oF THE wrRED
CONTROLLER

Dimension:
H xWx D(mm) 122x 12Ox 1 8.5

Feature:

LCD display.

Malfunction code display: it can display
the error code, helpful for service.

4-way wire layout design, no raised part
at backside, more convenient to place
the wires and install the device.

Room temperature display.

Weekly Timer.

Function:
Mode: choose Auto-Coot-ory- fi-6a[]-ran
Fan speed: Auto/Low/Med/High speed
Vertical swing & Horizontal swing(on
some models)

Timer ON/OFF
Temp. setting
Weekly timer
Follow Me
Child Lock
PTC heater (on some models)
LCD display
Clock
Infrared remote receiver (on some models)
Lifting panel (on some models)
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6. NAME ON THE LCD OF THE WIRE CONTROLLER

1 Operation mode indication
2 Fan speed indication
3 Left-right swing indication
4 Up-down swing indication
5 Faceplate function indication
6 Main unit and secondary unit indication

7 Follow me function indication

12

8 PTC function indication
I C" / F" indication
10 Temperature disPlaY

11 Lock indication
12 Room temperature indication
13 Clock disPlaY
14 On/Offtimer
15 Timer disPlaY

ffiffi=ffiffi



7. NAME OF THE BUTTON ON THE WIRE CONTROLLER
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8. PREPARATORY OPERATI ON

Set the current day and time

Press the Timer button for 3 seconds or more.
The timer display will flash.

The date setting is finished and the time setting is prepared after pressing

Timer button or there is no pressing button in 10 seconds.

Press the button " + " or " - " to set the date. The selected

A ,_______ \ date will flash.
Zl- 'f 1 tr= -l: :

r* | 
su_l--preri ft,i* lwl*LrHF u8J* t€At --lt-l

3

'_Pressthebutton,,+''or..-,'tosetthecurrenttime.a L ---lJ Press repeatedly to adjust the current time in 1-minute increments.

Press and hold to adjust the current time continuous.@ 
0 fl=flffi

ex.MondayAM 11:20

6 /,-A ^ The setting is done after pressing Timer button or there is nov \rN'\ pressing button in 10 seconds.
timerV

l
\1
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9. OPERATION

Remote signal receiving function

The wired remote controller can be a remote signal receiving device' you can use the

wire|essremotecontro|lerto-contro|theair-conditionerthroughthewiredremote
controller when the system have been powered on'

To start/stoP oPeration

To set the oPeration mode

Operation mode setting

button to set the operation mode'

invalid for cool onlY tYPe unit)
Press the Mode
(Heat function is(R<\

ws\,)

Room temPerature setting

6---D Press the button" + "or " - " to set the room temperature'

F-_i/ i"i-t-s*ti.g Temperature Range : 17-30"c (62-86"F)

Lower Rise

16

Ooeration lamP

Air conditioner ON :Lit brightlY

Air conditioner OFF:Not lit



9. OPERATION

Fan speed setting

Room temperature sensor selection

Press the Fan speed button to set the fan speed.
(This button is unavailable when in the mode of Auto or Dry)

Press the Follow me/PTC button to select whether
the room temperature is detected at the indoor

unit or the wire controller.

When the Follow me function indication @ appears,the

room temperature is detected at the wire controller.

17



9. OPERATION

PTC function (on some models)

Press the Follow me/PTC button for 2 seconds or more to activate the

U4A\ PTC function,when the unit is under the Heat mode'

f"il;N") 
'rr""r.in"'urr,"ns 

again for 2 seconds or more to deactivate the PTC

Ptc function.

Press and hold "+" and "r' buttons together for'3 seconds

or more to activate the child lock function and lock all buttons

on the wire controller.
Press the buttons again for 3 seconds or more to deactivate

the child lock function.

When the child lock function is activated'tfre @ mark appears'

oG & oF scale selection (on some models)

Press and hold =zr and /rr\' buttons together

for 3 seconds will alternate the temperature display

between the "C&'F scale'

18

When the PTC function is activated,the lal mark appears'(Not

aPPlicable to all the models)

Ghild lock function



9. OPERATION
Faceplate function (on some models)

1.When the unit is off , Press the Mode(A,/B) button long to activate the
faceplate function.The @l ."rt will flash.

2. Push the Mode(A/B) button to select Unit A or Unit B, the wire controller select in a
sequence that goes from(this step do not need to perform if the wire controller is
connected with one unit only):

r-[^l*[t-l-rt--l
3. Press the button "+" and '1" to control the lift and drop of the faceplate.

Pressing the "+" button can stop the faceplate,while it is dropping.
Pressing the 'r" button can stop the faceplate,while it is lifting.

Left-right airflow swing (on some models)

Press the /rN\ button to activate the auto Left-right swing feature of the louver.
And then the louver would swing automatically.Press it again to stop.

When the auto Left+ight swing feature of the louver is activated,the @ mark appears.
(Not applicable to all the models)
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9. OPERATION

. Use ',r button to adjust the Up-down airflow direction.
1.When press the button once and quickly ,the Up-down airflow direction setting

feature of the louver is activated.The moving angle of the louver is 6' for each
press.Keep pressing the button to move the louver to the desired position.

2.lf press the button long,the auto Up-down swing feature of the louver is activated.

The louver would swing automatically.Press it again to stop'
When the auto Up-down swing feature of the louver is activated,the l0Nl mark appears.

(Not applicable to all the models)
. The operation can refer to the following instructions for the unit with four Up-down

louvers can be operated individually.

-5 
-"^ '-) 

",@<l- CEs.
l.Press the >,1, button to activate the Up-down adjusting louver function'

The [4!J mark will flash.(Not applicable to all the models)

2. Push the Mode(A/B) button to select Unit A or Unit B, the wire controller select in a

sequence that goes from(this step do not need to perform if the wire controller is

connected with one unit only): ,--ft-|-F-l-f

3.Pressing the button "+" and " -" can select the movement of four louvers.Each time
you push the button,the wire controller select in a sequence that goes from:(the icon

l--tl means the four louvers move at the same time.)

+f-o l+f-Tl --+ E-*E --- E----r

4. And then use tl1 button to adjust the Up-down airflow direction of the selected louver.
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10. TIMER FUNCTIONS

lweekl WEEKLY timer
Use this timer function to set operating times for each day of the week.

On timer
Use this timer function to start air conditioner operation.The timer operates
and air conditioner operation starts after the time has passed.

Off timer
Use this timer function to stop air conditioner operation.The timer operates
and air conditioner operation stops after the time has passed.

On and Off timer
Use this timer function to start and stop air conditioner operation.The timer
operates and air conditioner operation starts and stops after the time has
passeo.

w
lDryh-

ffi
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10. TIMER FUNCTIONS

To set the On or Off TIMER

Press the Confirm button and the Clock display
is flashing.

@rm ffi'mffi
ex.Off timer set at PM 6:00

Press the button " + " or " - " to set the time. After the time is set.
the timer will start or stoo automaticallv.

Press the Confirm button again to finish the settings.

22



10. TIMER FUNCTIONS

' To set the On and Off TIMER

1 qS"\ Press the Timer button to select tne lo"yffi .

time\2

2 J;; r) Press the Confirm button and the Ctock disptay is ftashing.
/-4J
\--,'6gn11tt

23

Press the button " " to set the time of On timer,and then press the
Confirm button to confirm the setting.

4 f ------T) Press the button " + " or'- " to set the time of off
trmer.

5 J3 
-, Press the Confirm button to finish the settings.

e"""tr^



11 . WEEKLY TIMER

{ Weekly timer setting

gsr r=timer\,, L_/confirm

press the Timer button to select the lffil .and then press the confirm button

to confirm.

Press the button " + " and " - " to select the day of the week.and then press the

CONFIRM button to confirm the setting.

Press the button " + " and " - " to select the setting time.The setting time,mode,

temperature and fan speed will be shown on the LCD,Press the Confirm button

to enter the settingtime Process.

24
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11. WEEKLY TIMER

Press the button " + " and "
confirm the setting.

" to set the time.and then press the Confirm button to

Press the button " + " and " - " to set the operation mode .and then press the Confirm
button to confirm the settino.

tting

R ett ng

25

ex.Tuesday time scale 1



11 . WEEKLY TIMER

Press the button " + " and " - " to set the room temperature .and then press the Confirn

button to confirm the setting.
NOTE:This setting is unavailable when in the mode of Fan or Off'

7F

Press the button " + " and " - " to set the fan speed .and then press the Confirm button

to confirm the setting.
NOTE: This setting is unavailable when in the mode of Auto, Dry or Off

8 Different time scales can be setted by repeating step 3 to 7'

9 Other days in one week can be setted by repeating step 3 to B'

NOTE: o The weekly timer setting can be returned to the previous step by pressing

Back button.
o The current setting will be restored and withdrawn the weekly timer setting

automatically when there is no operation for 30 seconds'
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11. WEEKLY TIMER

WEEKLY timer operation
o To start

Press the Timer button to select the
starts automatically.

lWeekl ,and the the timer

r To cancel

To set the DAY OFF (for a holiday)

1

Press the Power button to cancel the timer mode.

The timer mode can also be canceled by changing the timer mode
using the Timer button.

During the weekly timer, press the Confirm
button to set the day.

Press the button " + " and " - " to select the dav
to set the DAY OFF.

27
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11 . WEEKLY TIMER

3q\
day ollLv,/

Press the Dav off button to set the DAY OFF.

The lG mark is hidden

l 
srh4|l rulMdfl ll ElllAj lweekl

7234

ex.The DAY OFF is set for Wednesdav

The DAY OFF can be setted for other days by repeating the steps 2 and 3.

Gopy out the setting in one day into the other day.

o A reservation made once can be copied to another day of the week.
The whole reservation of the selected day of the week will be copied.
The effective use of the copy mode ensures ease of making reservations.

During the weekly timer, press the Confirm button.

trr' ( <J +, a.1.<".. Press the Back bufton to back to the weekly timer.
\-______________ . \

back V
o To cancelr Follow the same orocedures as those for setuo"
o Notes:
The DAY OFF setting is cancelled automatically after the set day has passed.

2

28
tf t, Press the button " + " and " - " to select the day to copy from.



11 . WEEKLY TIMER

Press the Copy button,the letter "CY" will be shown on the LCD.

4 f:---- +) Press the button " + " and " - " to setect the day to copy to.

Press the Copy button to confirm .

The @ mark flashes quickly

ex. Copy the sefting of Monday to Wednesday

Other days can be copied by repeating step 4 and 5

r

t::___:jk\\ 
Press the Back butlon to back to the weeklv timer'

backV
29
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Press the Confirm button to confirm the settings.



11 . WEEKLY TIMER

Delete the time scale in one day.

During the weekly timer, press the Confirm button.

Press the button " + " and " - " to select the day of the week.and then press the Confirm
button to confirm the settino.

2

3

Press the button " + " and " - " to select the setting time want to be deleted.
The setting time,mode,temperature and fan speed will be shown on the LCD.
The setting time,mode,temperature and fan speed can be deleted by pressing the Day
off(Del) button.

tr@

ex. Delet the time scale 1 in saturday

r*1r'*r 
HflH*
ffilw*kl fFll" =llfFll

e{.-{..{."{-€.$-- tFil;=ltl llI il--.il Jjlt--.tl
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12. FAULTALARM HANDING

lf the system does not properly operate except the above mentioned cases or the
above mentioned malfunctions is evident, investigate the system according to the
following procedures.

Please check the error display of indoor unit and read <<OWNER'S MANUAL>>
if other error code appears.

1 3.TECHNICAL INDICATION AND REQUIREMENT

EMC and EMI comply with the CE certification requirements.
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The design and specifications are subject to change without prior notice for product
improvement.Consult with the sales agency or manufacturer for details

16117100A06335


